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_——CURBRAMP._—=77, .

AND SIDEWALK

BUILDING 2

6" PCC SIDEWALK

RETAINING WALL, SEE
STRUCTURAL FOR DETAILS

CURB RAMP,
SEE DETAILS

4' TALL BLACK COATED CHAIN
LINK AUTOMATED SLIDE GATE

WITH ACCESS CONTROLS, SEE
ELECTRICAL FOR WIRING AND
ACCESS CONTROLS

LIGHT POLE

CURB RAMP,
SEE DETAILS

RECORDED 2/4/2014
BK 5203 PG 16-21
DOC 1D:025248190006

GATE NOTES

N A

EXPANSION JOINT
BETWEEN BUILDING

PROPOSED
BUILDING 2

RE-STRIPE 4"
STALL LINES AT 8.5
SPACING (TYP.)
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PARKING

LEGEND

. SEEDETAILS -« - -«
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GATE ACCESS, SEE
ELECTRICAL FOR ACCESS
CONTROL DETAILS
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SCALE IN FEET

INSTALL (5) TREES WITH
MULCH RING. TREES SHALL
BE LITTLE LEAF LINDEN

TREES. MINIMUM 3" CALIPE

RE-STRIPE

SITE RESTORATION NOTES

8" PCC PAVEMENT

CROSSWALKM\AT
6 FEET WIDE

ADJUST UTILITY RIM
TO MATCH PAVEMENT
(TYP ALL)

a%,,//
\ ////My/‘
///VV/““V

€3

BID ITEM 7 & 8 (DEDUCT ALTERNATES 6 & 7)

BID ITEM 7 (DEDUCT ALTERNATE #6) - ASPHALT IN LIEU OF CONCRETE PARKING LOT

9" HMA PAVEMENT &
GRANULAR SUBBASE

BID ITEM 8 (DEDUCT ALTERNATE #7) - GRAVEL IN LIEU OF CONCRETE PAVING

1.  PLACE ASPHALT IN LIEU OF CONCRETE IN SHADED AREA PER DETAIL 10/2-C9. A 1.5'
CURB AND GUTTER SECTION SHALL REMAIN AS 8" PCC PAVING.
2.  ALL STRIPING AND SHALL BE INSTALLED AS SHOWN

9" HMA PAVEMENT &
GRANULAR SUBBASE

1.  PLACE GRANULAR SURFACE MATERAIL IN LIEU OF CONCRETE IN SHADED AREA PER
DETAIL 11/2-C9. A 1.5 CURB AND GUTTER SECTION SHALL REMAIN AS 8" PCC PAVING.
2. REMOVE ALL STRIPING FROM THE PLANS

3. INSTALL 8" PAVING AS SHOWN FOR SIDEWALK CONNECTION TO THE SOUTH.

6" GRANULAR SURFACE &
GRANULAR SUBBASE

8" PCC PAVEMENT
& GRANULAR SUBBASE

N

1.  GATE SHALL SPAN THE ENTIRE OPENING OF THE NEWTON ROAD LOADING DOCK
ENTRANCE.

2. GATE SHALL BE 4' TALL AND COATED BLACK TO MATCH THE EXISTING FENCE.

3. GATE SHALL BE A DOUBLE SPAN CANTILEVER GATE THAT WILL MEET APPROXIMATELY
AT THE HALFWAY POINT AND BE LOCKABLE. THERE SHALL NOT BE ANY OBSTRUCTIONS
INSTALLED IN THE LOADING DOCK DRIVE WAY.

4. GATE SHALL BE AUTOMATED AND ABLE TO OPEN REMOTELY. ALSO A SENSOR SHALL BE
INSTALLED TO OPEN AND CLOSE THE GATE IN THE EVENT A CAR IS STUCK IN THE
LOADING DOCK DURING AFTER HOURS. SEE ELECTRICAL.
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8" PCC PAVEMENT
& GRANULAR SUBBASE

AREA TO RECEIVE 6"
TOPSOIL AND SOD

6" PCC SIDEWALK PAVEMENT

1.  GRADE ALL FINISHED SURFACES TO DRAIN POSITIVELY. MATCH EXISTING WHEREVER POSSIBLE.
2. ALL SITE RESTORATION WORK IS EXPECTED TO BE COMPLETED WITH NEW CONSTRUCTION QUALITY AND WORKMANSHIP REGARDLESS OF EXISTING

CONDITIONS.

3. ADJUST ALL VALVES, HYDRANTS AND CASTINGS TO FINISHED GRADE.

4. SITE RESTORATION SHALL BE PERFORMED IN ACCORDANCE WITH THE SPECIFICATIONS AND IN A WORKMANLIKE MANNER. SURFACE RESTORATION IS TO BE
COMPLETED AS SOON AS POSSIBLE AFTER WORK WITHIN THE AREA IS COMPLETED.

5. ALL AREAS OUTSIDE WORK LIMITS THAT ARE DAMAGED SHALL BE RESTORED TO MATCH EXISTING. FOR EXAMPLE, ASPHALT WILL BE REPLACED WITH

ASPHALT, CONCRETE WITH CONCRETE

, ETC. UNLESS NOTED OTHERWISE ON THE PLAN.
6. SITE CLEANUP SHALL BE PERFORMED ON A DAILY BASIS. SIDEWALKS, PARKING LOTS, ROADWAYS, ETC SHALL BE KEPT CLEAN AT ALL TIMES.

7. PAVED SURFACES SHALL BE REMOVED AND REPLACED IN FULL PANELS UNLESS SHOWN OTHERWISE. TO PROTECT EDGES DURING CONSTRUCTION, THE
CONTRACTOR SHALL DOUBLE-SAWCUT PANELS THAT ARE ADJACENT TO PAVEMENT THAT IS NOT REMOVED. ANY EDGES DAMAGED SHALL BE REPLACED AT

THE CONTRACTOR'S EXPENSE.

8. THE CONTRACTOR IS REQUIRED TO PROVIDE INSULATION BLANKETS DURING COLD WEATHER TO PROTECT NEWLY PLACED CONCRETE AND STANDARD PCC
PAVEMENT AS REQUIRED TO MAINTAIN PROJECT SCHEDULE. ALL COSTS ASSOCIATED WITH COLD WEATHER PAVING INCLUDING HEATED MATERIALS SHOULD
BE ANTICIPATED AND INCLUDED IN THE BID PRICE.

9. INTHE EVENT OF COLD WEATHER, THE CONTRACTOR SHALL PROVIDE HEAT BLANKETS AND OTHER MEASURES AS NEEDED TO PREVENT FROST FROM
ENTERING THE SUBGRADE BELOW AREAS TO BE PAVED.

10. UNLESS OTHERWISE INDICATED, ALL DISTURBED AREAS ON THE SITE SHALL BE RESTORED WITH 6" OF TOPSOIL AND SOD ACCORDING TO THE

REQUIREMENTS.

11. IT 1S THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE ACTUAL PAVING AND SITE RESTORATION LIMITS NEEDED TO ACCOMMODATE CONSTRUCTION
ACTIVITIES, BASED ON TRENCH LIMITS, OSHA GUIDELINES, CONSTRUCTION METHODS, AND SHORING BEING USED. NO ADDITIONAL COMPENSATION WILL BE
GIVEN FOR PAVING REMOVE/REPLACE THAT IS REQUIRED FOR UNDERGROUND UTILITY CONSTRUCTION.

12. REMOVE ALL TEMPORARY FENCING AND REPAIR ANY DAMAGE ASSOCIATED WITH CONSTRUCTION OF FENCE INSTALLATION.

13. STAINLESS STEEL HARDWARE SHALL BE USED TO INSTALL/REINSTALL ALL SITE FURNISHINGS. SIZE TO MATCH EXISTING.

14. MINIMIZE THE NUMBER OF SEPARATE POURS FOR PAVING TO PROVIDE THE BEST FINISHED PRODUCT POSSIBLE.
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